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Caratteristiche tecniche:
Temperatura massima di esercizio: 110°C.
Pressione massima di esercizio: 6 bar.
Sovrapressione: 10÷15%.
Coppia di serraggio tenuta monoblocco
rame 4 max 35 Nm.

Technical features:
Maximum working temperature: 110 ° C.
Maximum working pressure: 6 bar.
Overpressure: 10 ÷ 15%
One-piece seal tightening torque copper 4
max 35 Nm.
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1   	Valvola di sovrapressione
2   	Riduzione 1”M x 1/2”F
3	 Riduzione ¾”M x 1/2”F
4	 Tenuta monoblocco per tubo rame Ø18
5	 Guarnizione
6	 Tubo in rame Ø18
7	 Codolo 1”M
8	 Dado 1” ad incastro 
9	 O-Ring
J	 Sede per tenuta monoblocco
K	 O-Ring NERO, da sostituire a
	 O-Ring ROSSO per collegamento       
	 collettori Topway

Esempio di taratura:
Portata impianto: 2500 l/h.
Pressione differenziale tra mandata e ritorno: 0,25 bar.
Pressione differenziale di taratura valvola by-pass: 0,25 + 20% = 0.3 bar.
Posizionare la valvola di by-pass in posizione 3.

Calibration example:
System flow rate: 2500 l / h.
Differential pressure between delivery and return: 0.25 bar.
By-pass valve calibration differential pressure: 0.25 + 20% = 0.3 bar.
Place the by-pass valve in position 3.

1	 Overpressure valve 
2	 Reduction 1 “M x 1/2” F 
3	 Reduction ¾ “M x 1/2” F 
4	 Monobloc seal for copper pipe Ø18 
5	 Gasket 
6 	 Copper pipe Ø18 
7 	 Shank 1 “M 
8 	 1 “interlocking nut 
9 	 O-ring 
J 	 Seat for monobloc seal
K	 O-Ring BLACK, to replace a
	 RED O-Ring for connection
	 Topway manifolds

Posizione valvola
Position valve
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Istruzioni per il montaggio
Assembly instructions
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